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welding splashes and allowing for surface treatments to be carried out 
immediately after welding. Instructions: Spray onto object under 
treatment before welding. Repeat regularly as work progresses. Never 
spray onto open flame or onto pieces whose temperature exceeds +450 
°C. We recommend cleaning work pieces with Maston Degreasing 
Agent. 

SIZE: 400ml  

SALES QTY: 6 pcs 

WELDING SPRAY 400ML 

 ART NR 3120002   BAR CODE 6412490000431 

       

 

 

  
 
 
 
 

 

MASTOM WELDING SPRAY je vysoko kvalitný sprej proti 

rozstreku bez obsahu silikónu. Chráni od lepenia rozstreku na 

dýzu a zváraný kus. Tiež účinne zabraňuje upchatiu zváracej dýzy. 

K životnému prostrediu šetrný sprej šetrí čas a peniaze tým, že 

uľahčuje  odstránenie  zváracieho  rozstreku, čo umožňuje 

uskutočniť povrchovú úpravu bezprostredne po zváraní. Pokyny: 

Pred zváraním nastriekajte na ošetrovaný predmet. Postupujte 

pravidelne, opakujte to. Nikdy nestriekajte na otvorený oheň 

alebo na kúsky, ktorých teplota presahuje +450°C. Odporúčame 

obrobky čistiť odmasťovacím prostriedkom Maston. Agent. 

 

Veľkosť: 400 ml 

Predajné množstvo: 6 ks 

 

WELDING SPRAY 400ML 

Č. PRODUKTU 3120002   EAN KOD 6412490000431 

 

Výrobca: Maston Oy, Teollisuustie 10, FI-02880 Veikkola, Fínsko, Tel. +358 20 7188 580, 
Fax +358 20 7188 599, www.maston.fi, maston@maston.fi  
Distribútor v SR: DEJMARK spol. s r.o., Priekopská 3706/104, 036 01 Martin, Tel. +421 43 40 100 40,  
Fax +421 43 40 100 50, www.dejmark.sk, info.sk@dejmark. 
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